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M T 1 6 - 3 2

M o d e l s M A X - Q S + M A X - Q M - B + M A X - Q M +

Field of view 1.1 × 0.9 mm 3.5 × 2.5 mm 5.6 × 4.2 mm

mµ 2.2mµ 4.1mµ 1.1noituloser laretaL

Best suitable for 
connectors/ferrules

(PC and APC)

ST, FC, SC, MU, LC, E2000, MT-RJ, MT, MTP/MPO, MT-RJ, SMA 905, 
MS termini, ST, FC, SC, MU, LC, 

MT, MTP/MPO, MT-RJ, SMA 905, 
MS termini, ST, FC, SC, MU, LC, 
E2000,  MT16, MT32, Football 
ferrule

Measurement mode phase shift and  
white light

phase shift and  
white light

phase shift and  
white light

 **ces 1<*ces 2deeps noitaluclac dna gninnacS
5 sec***

3 sec***

Maximum image size 2590 × 1940 px 2590 × 1940 px 2590 × 1940 px

Power supply external, USB 3.0 cable, 12 V DC 
power adapter

external, USB 3.0 cable, 12 V DC 
power adapter

external, USB 3.0 cable, 12 V DC 
power adapter

Weight 3.9 kg (8.6 lbs) 3.8 kg (8.4 lbs) 3.8 kg (8.4 lbs)

Dimensions  
(H × W × L)

103 x 137 x 183 mm  
(4.06 × 5.39 × 7.2 in)

103 x 137 x 183 mm  
(4.06 × 5.39 × 7.2 in)

103 x 137 x 183 mm  
(4.06 × 5.39 × 7.2 in)

sucofotuasucofotuasucofotuasucoF

mm 1±mm 1±mm 1±egnar sucoF

 
*** 64 MHz, MT 12 connector with small x, y angles

aax Inspect

3532 Seagate Way, Suite 100, Oceanside, CA 92056, USA
http://www.sumix.com
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Tel.: +1 (877) 233-3385

MaxInspect™ software provides the 
following tools for integration into 
customer’s manufacturing systems:

•
• Direct connection to customer's SQL 

database;
• MaxInspect™ WebSocket API;
• Centralized MaxInspect™ database.

* discontinued, available for current customers only


